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Evidência Intenção do catálogo mais evidência estática do
componente

Impressão digital da fonte e92dc1580aa26f7545815bcf40300b21bc5485b0a2ae46a715538a4836
5cc801

Estado Linha de base gerada — revisão humana obrigatória

A capacidade de registro de rádios, sensoriamento espectral, controle e processamento RF
distribuído para SDRs heterogêneos e utilitários de rádio.

OpenRF

OpenRF

Limite de verificação: Esta página combina orientação de projeto da
plataforma com evidências estáticas da distribuição. Ela não comprova que
todas as interfaces detectadas estejam habilitadas, acessíveis, seguras ou
operacionais no ambiente implantado.

“

Finalidade

Valor operacional



Fornece uma camada operacional única para registrar rádios, visualizar espectro, executar
utilitários e publicar detecções de nós de borda.

Usa abstrações comuns de SDR quando apropriado, oferece processamento distribuído na borda e
conecta observações RF a tempo, semântica, trilhas e tarefas.

OpenPNT
OpenSSA
OpenTrack
OpenAnalytics
OpenCOP

Estado Pontuação Itens de evidência

detectado 224 12

Tipo de evidência Fonte Correspondência

caminho OPENRF.md openrf

caminho lib/openrf-controller/server.js openrf

caminho lib/openrf-controller/src/store.js openrf

caminho openrf/API.md openrf

caminho openrf/ARCHITECTURE.md openrf

conteúdo CHANGELOG.md openrf

conteúdo DEPLOY-GODADDY.md openrf

conteúdo OPENBUS.md openrf

conteúdo OPENCOP.md openrf

conteúdo OPENCYBERSEC-QUICKSTART.md openrf

Diferenciais

Conexões na plataforma

Detecção na versão



Tipo de evidência Fonte Correspondência

caminho edge/openssa-sensor/reference/open-
rf/app.js

open-rf

caminho edge/openssa-sensor/reference/open-
rf/index.html

open-rf

Nenhuma rota REST específica do componente foi associada pelo scanner.

Nenhum endpoint WebSocket específico do componente foi associado pelo scanner.

Variável Padrão Evidência

ADDRESS — openrf/agent/functions/probe-n310.sh

API_BASE — open-rf/app.js, public/open-
networks/app.js, public/open-rf/app.js

BASE http://127.0.0.1:3000 DEPLOY-GODADDY.md,
OPENCYBERSEC-QUICKSTART.md,
OPENCYBERSEC.md, UPGRADE-
v0.14.0.md

BASE_PATH — open-rf/app.js, public/open-rf/app.js,
third_party/ontowiki/application/script
s/travis/install-services.sh

BUILD — edge/openpnt-linuxptp/SELF-TEST.sh,
edge/openssa-sensor/install/install-
native-uhd.sh, edge/openssa-
sensor/native/uhd_spectrum_engine/b
uild-simulation.sh, edge/openssa-
sensor/native/uhd_spectrum_engine/b
uild.sh

Interfaces REST/API candidatas

Interfaces de tempo real
candidatas

Candidatos de configuração



Variável Padrão Evidência

BUILD_DIR $ENGINE/build edge/openssa-sensor/install/install-
native-uhd.sh, edge/openssa-
sensor/native/uhd_spectrum_engine/b
uild-simulation.sh, edge/openssa-
sensor/native/uhd_spectrum_engine/b
uild.sh

CONFIG — drivers/install_openpnt_agent.sh,
edge/opencybersec/install.sh,
edge/openssa-sensor/install/check-
sensor.sh, edge/openssa-
sensor/install/install-sensor.sh

CORE_DIR — openrf/agent/functions/start-5g-
core.sh,
openrf/agent/functions/status-5g-
core.sh

DATA_DIR path.join(ROOT OPENCYBERSEC-QUICKSTART.md,
OPENCYBERSEC.md, RELEASE-
MANIFEST-v0.14.0.json, UPGRADE-
v0.14.0.md

ENGINE — edge/openssa-sensor/install/install-
native-uhd.sh

EUID $(id -u drivers/install_openpnt_agent.sh,
edge/opencybersec/install.sh,
edge/opencybersec/uninstall.sh,
edge/openpnt-linuxptp/install-
linuxptp.sh

GNB — openrf/agent/functions/start-5g-ran-
b210-50mhz.sh,
openrf/agent/functions/start-5g-ran-
n78-n310.sh

HERE — edge/openpnt-linuxptp/SELF-TEST.sh,
edge/openpnt-linuxptp/install-
linuxptp.sh, edge/openssa-
sensor/native/uhd_spectrum_engine/b
uild-simulation.sh, edge/openssa-
sensor/native/uhd_spectrum_engine/b
uild.sh

HOME /tmp lib/openllm/pipeline-engine.js,
openrf/agent/functions/start-5g-
core.sh,
openrf/agent/functions/status-5g-
core.sh,
third_party/ontowiki/.travis.yml

HOST 0.0.0.0 server.js, lib/openrf-
controller/server.js



Variável Padrão Evidência

OPENCYBERSEC_AGENT_TOKEN [REDACTED] OPENCYBERSEC-QUICKSTART.md,
OPENCYBERSEC.md, server.js,
examples/opencybersec/ingest-
examples.sh

OPENCYBERSEC_OPERATOR_TOKEN [REDACTED] OPENCYBERSEC-QUICKSTART.md,
OPENCYBERSEC.md, server.js,
examples/opencybersec/ingest-
examples.sh

OPENRF_5G_CORE_DIR $HOME/5g/magic-core openrf/agent/functions/start-5g-
core.sh,
openrf/agent/functions/status-5g-
core.sh

OPENRF_AGENT_OFFLINE_SECONDS 70 lib/openrf-controller/server.js

OPENRF_AGENT_TOKEN [REDACTED] server.js, lib/openrf-
controller/server.js, openrf/API.md

OPENRF_BASE_PATH /open-rf lib/openrf-controller/server.js

OPENRF_DATA_DIR path.join(DATA server.js, lib/openrf-
controller/server.js

OPENRF_DISPATCH_LEASE_SECONDS 90 lib/openrf-controller/server.js

OPENRF_OPERATOR_TOKEN [REDACTED] server.js, lib/openrf-
controller/server.js, openrf/API.md,
openrf/README-UPSTREAM-v0.3.0.md

OPENRF_PYTHON /usr/bin/python3 openrf/agent/src/openrf_agent/util.py

OPENRF_RADIO_ADDRESS 192.168.20.2 openrf/agent/functions/probe-n310.sh

OPENRF_RADIO_ID N310-01 openrf/agent/functions/start-5g-ran-
n78-n310.sh

OPENRF_READ_TOKEN — server.js, lib/openrf-
controller/server.js, openrf/API.md

PORT 3000 server.js, edge/openssa-
sensor/local_server.js, lib/openrf-
controller/server.js

PYTHONUNBUFFERED 1 openrf/agent/systemd/openrf-
agent.service

ROOT — edge/opencybersec/install.sh,
edge/openpnt-linuxptp/SELF-TEST.sh,
edge/openpnt-linuxptp/install-
linuxptp.sh, edge/openssa-
sensor/install-demo-sensor.sh

RUN_GROUP — openrf/agent/install.sh

RUN_USER — openrf/agent/install.sh



Variável Padrão Evidência

SUDO_USER $USER edge/openssa-sensor/install/install-
sensor.sh, edge/openssa-
sensor/install/update-existing-
sensor.sh, openrf/agent/install.sh

UHD_INCLUDE_DIRS — edge/openssa-
sensor/native/uhd_spectrum_engine/C
MakeLists.txt

UHD_LIBRARIES — edge/openssa-
sensor/native/uhd_spectrum_engine/C
MakeLists.txt

USER — edge/openssa-
sensor/SENSOR_INSTALL.md,
edge/openssa-sensor/install-demo-
sensor.sh, edge/openssa-
sensor/install/install-sensor.sh,
edge/openssa-sensor/install/update-
existing-sensor.sh

Serviço ExecStart Fonte

openrf-agent.service /usr/local/bin/openrf-agent --config 
/etc/openrf/openrf-agent.json

openrf/agent/systemd/openrf-
agent.service

Host URL Fonte

${req.headers.host http://${req.headers.host/ lib/openrf-controller/server.js

controller-ip http://controller-ip:8075/open-rf/ openrf/README-UPSTREAM-v0.3.0.md

loammhpng4.c36.airoapp.ai https://loammhpng4.c36.airoapp.ai/ CHANGELOG.md

Confirmar que o componente esteja incluído e habilitado nesta edição/versão.
Registrar serviço autoritativo, processo/contêiner, porta, URL base e endpoint de saúde.
Exercitar o fluxo principal do operador e registrar resultados esperados e reais.

Candidatos de serviço

Dependências/endpoints externos

Lista de verificação



Verificar autenticação, autorização, auditoria, comportamento de erro e política de
tratamento de dados.
Verificar relações com OpenBus/OpenKnowledge e metadados de tempo/proveniência
quando aplicável.
Documentar limitações conhecidas e a versão em que forem corrigidas.

Adicione aqui notas de implantação revisadas por pessoas, correções, decisões, capturas de tela e
links. O conteúdo fora do bloco gerado é preservado nas próximas execuções.
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